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SERIES

LONG RANGE DIFFUSERS
FOR DEEP THROWS

GENERAL OVERVIEW

INSTALLATION ON CIRCULAR DUCT

INSTALLATION ON POLYUTHERAINE DUCT

KVA 50 KVA 100

OVERVIEW:
Adjustable direction air diffusers with patented system for
rapid assembly on round or rectangular air ducts.
The airflow can be directed with an angle of approx. 45° with
respect to the axis and a rotation of  360°.
The airflow can be regulated by a special damper inside the
diffuser, directed outwards.

MATERIAL AND FINISH:
Nozzle in ABS RAL 7005.
Coupling in EPDM RAL 7005.

INSTALLATION:
Insert the connector in the opening (Ø113 per KVA 50 and Ø168
per KVA 100) already made in the duct and secondly insert the
diffuser in the nozzle.
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KVA 50

Installation height:
Hmin = 2,0 mHmax = 4,4 m

KVA 100

Installation height:
Hmin = 2,5 mHmax = 6,8 m

T [m]Throw
L [dB(A)]Noise pressure

47

Q [m3/h]Air flow rate
Vk [m/s]Air speed on exiit
D p [Pa]Pressure loss

50.0
L [dB(A)]< 20 < 20 < 20 < 20 22 27 32 37

256
T [m] 3.6 8.5 12.6 16.9 21.7 25.2 29.5 40.0

20
D p [Pa]4 13 28 47 71 99 132 169

576
Vk [m/s]2 4 6 8 10 12 14 16

52

Q [m3/h] 58 115 173 230 288 346 403 461

23.6
L [dB(A)]< 20 < 20 < 20 < 20 27 32 37 42

385
T [m] 2.4 4.7 7.1 9.4 11.8 14.2 16.5 18.9

20
D p [Pa]3 12 30 56 90 133 184 243

161
Vk [m/s]2 4 6 8 10 12 14 16
Q [m3/h] 16 32 48 64 81 97 113 129

LONG RANGE DIFFUSERS
FOR DEEP THROWS KVA

SERIES
PERFORMANCE

Throw data without dome effect.
Pressure loss values for diffusers with straight throw and regulation damper completely open.
Throw values measured with terminal speed of 0,30m/s in cooling with -11 °C of temperature difference.
Sound pressure values with a room absorption of 8 dBa
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