
FLOOR DIFFUSERS
TE-KP
SERIES

OVERVIEW

Overview:
The TE-KP series floor diffusers belong to the under-chair
diffuser category; ideal for places where the best comfort levels
are desired both in temperature and acoustics. Cinemas,
theatres and conference halls are some examples.
The internal drum has a helicoidal motion for the flow of air to
the outside, improving circulation and allowing excellent results
with a temperature difference no bigger than 6°C between the
air received and the room temperature, both when heating and
cooling.
The TE-KP series diffusers are equipped with a supporting ring
(two versions area available: for supported floors and concrete
floors) that allows ease of access to the internal components for
cleaning and maintenance and guarantees an even surface to
walk on without the risk of persons tripping on uneven surfaces
or dirt settling on the diffuser.
The diffusers can be installed directly into the supported floor
or attached to a under diffuser plenum.

Technical characteristics:
The TE-KP series diffusers are formed by:
1) Grilled plate
2) Diffuser with fan blades
3) Regulation shutter (optional, to be ordered with dust
collecting bin)
4) Supporting ring for installation on raised floors
5) Supporting ring for concrete floors (alternative)
6) Plenum in steel (optional, used for installation in raised floors
not sealed)

Details:
The paint job is done with a ionised powder Ral 9005 opaque
finish.

Regulation:
The air diffused can be regulated by means of the preinstalled
shutter. Turning the shutter inside the dust basket allows the
openings to line up for a smaller or greater flow of air, varying
therefore the gaps for the natural flow of air.

Particular environments:
The diffuser may also be fitted with a top rigid metal anti-rust
grilled plate for either health reasons or aesthetics depending of

Fitting instructions:
The supporting ring for supported floors is made up of two
parts. The top part is placed on the walking surface and the
second, by mean of clips, is placed below. The two parts are
held tight together by traction screws.
The supporting ring for concrete floors in one single piece
and is fixed with hinges to the base.
With the ring fixed, the diffuser is simply inserted with in it.
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